
Insulation Natural Blonde Cork Panel 
ETA 19/0227 Certified

Certifications

100% Natural

Thermal Insulation

Excellent Breathability

Thanks to its natural characteristics, such as breathability, lightness, elasticity and its water absorption 
performances, Aglocork Natural is a highly efficient solution for building insulation.

Acoustic Insulation

Humidity Protection

Prevents Mold Growth

TECHNICAL SPECIFICATIONS REMADE IN 
ITALY® VERS 5_2020 - CLASS A+  
COMPLIES WITH CAM REQUIREMENTS

Aglocork Natural 
Performance 



Aglocork Natural - Datasheet

Granulometry

Thermal Conductivity  
(UNI EN 12667) 

Water Vapour 
Permeability µ
(EN12086 – EN 13163) (±10%) 

VOC (Volatile Organic
Compounds)

Moisture Content

Moisture Resistance
Over Time (disintegration)

Water Absorption by
Partial Immersion
(EN1609 – EN12087) 

Water Absorption in 24h
by Partial Immersion
(Kg/m³) (EN 1609)

Tensile Strength (kPa)
(EN 1607) (±5%)

Compressive Strength
(kPa) (EN826)

Shear Strength (kPa)
(EN 12090)

Shear Modulus (kPa)
(EN 12090)

Sound Absorption
(EN ISO 11654)

Reaction to Fire

Packaging (Pallett) 100x100x250 cm 100x100x250 cm 100x100x266 cm 100x100x250 cm 100x100x250 cm 100x100x266 cm 100x100x250 cm

Available Thicknesses
(tolerances from ± 1 to ± 3mm) 10cm | 12cm1 cm | 2cm

W/mk 0.046 W/mk 0.046 W/mk 0.046 W/mk 0.046 W/mk 0.046 W/mk 0.046 W/mk 0.046

kg/mc 175 kg/mc 175 kg/mc 175 kg/mc 175 kg/mc 175 kg/mc 175 kg/mc 175Density   (EN1602)
(± 10%) 

Specific Heat Capacity Cp

0,9

Absent Absent Absent Absent Absent Absent Absent

0,9 0,9 0,9 0,9 0,9 0,9

Water Vapour Diffusion
Resistance  µ

B-S1 d0
(Eta-ItcCnr)
Euroclass E

Self-extinguishing

B-S1 d0
(Eta-ItcCnr)
Euroclass E

Self-extinguishing

B-S1 d0
(Eta-ItcCnr)
Euroclass E

Self-extinguishing

B-S1 d0
(Eta-ItcCnr)
Euroclass E

Self-extinguishing

B-S1 d0
(Eta-ItcCnr)
Euroclass E

Self-extinguishing

B-S1 d0
(Eta-ItcCnr)
Euroclass E

Self-extinguishing

B-S1 d0
(Eta-ItcCnr)
Euroclass E

Self-extinguishing

-

≥ 1000

≥ 20

≥ 329

TR 190

0,21

≤ 1Kg / m² ≤ 1Kg / m² ≤ 1Kg / m² ≤ 1Kg / m² ≤ 1Kg / m² ≤ 1Kg / m² ≤ 1Kg / m²

0,21 0,21 0,21 0,21 0,21 0,21

TR 190 TR 190 TR 190 TR 190 TR 190 TR 190

≥ 329 ≥ 329 ≥ 329 ≥ 329 ≥ 329 ≥ 329

≥ 20 ≥ 20 ≥ 20 ≥ 20 ≥ 20 ≥ 20

≥ 1000 ≥ 1000 ≥ 1000 ≥ 1000 ≥ 1000 ≥ 1000

αw = 0,30± 0,07
(k = 2, bilateral)

αw = 0,55± 0,07
(k = 2, bilateral)- - - -

Cork Panels Size 50 x 100 cm with 90° angles 
Customized measures available upon request

www.barnacork.com




